WPL80/WPLB80/WPLM80

Thermal Barcode Printer

® Support the printing width from 20mm-82mm.

® Support thermal receipt and label printing

® Cutter or strip function optional

® With multiple sensors

® Temperature self-adaptive

® Provide BarTender test software

® Widely used in Logistics; HealthCare; Retail; Storage
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WPL8O/WPLB8O/WPLM80

Thermal Barcode Printer

BARCODE VARIOUS INTERFACE

o

EASY LOAD

Printing WPLS80 WPLB80 WPLM80
Printing method Direct thermal

Resolution 203 DPI

Printer width 80mm

Printing speed Min:50.8mm/s Max:152mm/s

Interface USB
RAM

Memory DRAM: 4M; FLASH: 4M
Printer head

USB+Bluetooth USB+Serial+Lan

Print head position detection Micro Switch
Paper exists detection Photosensor

Barcode Character
Bar code CODE128 /EAN128/ITF / CODE39/ CODE93/ EAN13/ EAN13+2/ EAN13+5/

EANS8 / EAN8+2 / EAN8+5/ CODABAR / POSTNET / UPC-A/ UPCA+2 / UPCA+5/
UPC-E / UPCE+2 / UPC-E+5/ CPOST / MSI/MSIC/ PLESSEY /ITF14 / EAN14

Internal font FONT 0 to FONT 8
SRIETCCIMENRAEIENE 1 to 10 times enlargement in both direction; 0°, 90°, 270°, 360° rotation
Monochrome PCX, BMP and other image files can be downloaded to FLASH,DRAM

Command TSPL, ESC/POS
Medium

Thermal roll paper, sticker, etc.
20mm-g2mm
Tear off & peel off
Power adaptor-Input: AC 100-240V, 50~60Hz
Power source-Output: DC 24V/2.5A
Physical characteristics
Weight 1.44 kg
Dimensions 220(D)x148(W)x150(H)mm
Environmental Requirements
Work environment 5~45°C, 20-80%RH(non-condensing)
Storage environment -40~55°C, <93%RH(40°C)
Driver Windows / Android / 10S

E?E Guangzhou Winprt Technology Co., Ltd.
Address: Room 614,NO.80 JinGang Road,
Nansha District, Guangzhou, Guangdong, China. '
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